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PRE-INSTALLATION CHECKS

CARE INSTRUCTIONS
Wipe away any water splashes or condensation after use. Excessive exposure to water will deteriorate the furniture. All bathrooms should 
be well ventilated with suitable extractor fan. Clean with a soft damp cloth only. Use a wax free polish if one must be used. For removal of 
limescale, use a suitable proprietary cleaner. If necessary, test on an inconspicuous are first.

Do not use scouring pads or abrasive chemicals cleaners.

Our highly experienced after sales and technical support team are always on hand to help should you require technical 
advise or a spare part.
T: +44 (0)28 3025 9988
E: technical@mylifebathrooms.com

• Check that the unit and basin is compatible with your current requirements.

• Before installing the column, please make sure you have received all items and that they are undamaged. Any
damage claims after installation will not be accepted.

AFTER SALES & TECHNICAL SUPPORT

THIS PRODUCT MUST BE INSTALLED
BY A PROFESSIONAL PLUMBER

TOOLS REQUIRED 

Drill 

Drill Bit Ø6

Spirit Level

Pencil

Tape Measure

Screwdriver
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Recommended Height1.

Hang the cabinet2. 3.Mount the Wall Brackets

INSTALLATION INSTRUCTIONS Please retain for future reference
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Up to 18mm. 
Depth adjustment 

Up to 18mm. 
Height adjustment



HINGES ADJUSTMENT4.
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