
THIS PRODUCT MUST BE INSTALLED
BY A LICENSED PLUMBER

•	Please read installation instructions fully before commencing installation.
•	Check that the product is compatible with your current requirements. 
•	Before installation, please make sure you have received all items and that they are undamaged. Any 

damage claims after installation will not be accepted.
•	Please check for any hidden pipes and cables, electric or otherwise before drilling holes.
•	Turn off the main water supply before connecting to any existing pipe work.

•	During installation, extra care must be taken to avoid damaging the fitting or it’s finish.
•	This product is finished to a high standard. To keep the product surface in pristine condition, clean with 

a soft damp cloth only. To avoid limescale / watermarks from building up, it is advisable to wipe the 
fitting dry each time it is used.

•	Damage to the surface caused by improper cleaning/maintenance will not be covered under guarantee.
•	On no account should any bathroom cleaner be used on this product as these can contain acids that 

are aggressive/corrosive on finished surfaces! Do not use abrasive sponges, scouring agents, organic 
solvents or acidic cleaners as they may cause surface deterioration.

www.mylifebathrooms.com

Ryver Ceiling Arm
Installation Manual

CARE INSTRUCTION  

PRE-INSTALLATION CHECKS
Ceiling arm Installation

This ceiling arm is intended to be used in conjunction 
with other products, such as shower or blending valves, 
diverter, stopcocks and shower roses.

Back Nut 
(Optional - Not Supplied)

Gasket

Cover

Ceiling Arm
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Our highly experienced after sales and technical support team are always on hand to help should you 
require technical advise or a spare part. 
T: +44 (0)28 3025 9988
E: technical@mylifebathrooms.com

AFTER SALES & TECHNICAL SUPPORT
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The ceiling arm should be arranged in your system to accept a 
supply of flow controllable mixed water.
1. Identify all components, study diagram and check for complete-
ness , particularly before arranging fitting.
2.  The arm  is most suitable for mounting via the back nut either 
side of a panel and/or tiles. However it is possible to support the 
arm using rigid pipework by connecting via a female G 1/2” BSP 
to 15mm compression adator. The 15mm pipework can then be 
adjusted to offer the necessary depth and vertical positioning for 
the eventual shower fixed head.

     Before finishing wall turn on water supplies to check for leak-
ing from joints / connections.

Products are made from premium materi-
als, with hand polishing and electroplated 
finishes.
 
Your taps or shower should be regularly 
cleaned with warm water, a mild pH-
neutral liquid soap, and polished with a 
soft cloth. Any residues from soap, toilet-
ries etc. should be rinsed off straight after 
use.Fail to follow the cleaning instruction 
may result the warranty invalid.  

Household bleaches and cleaners contain 
harsh chemicals and may damage the sur-
face finish. Avoid using abrasive cloths, 
scouring pads, scrub sponges, steel wool 
or anything similar. 
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The ceiling arm should be arranged in your system to accept a supply of flow controllable mixed water.
•	 Identify all components, study diagram and check for completeness, particularly before arranging 

fitting.
•	 The arm is most suitable for mounting using a back nut either side of a panel and/or tiles. However it 

is possible to support the arm using rigid pipework by connecting via a female G 1/2” BSP to 15mm 
compression adator. The 15mm pipework can then be adjusted to offer the necessary depth and 
vertical positioning for the eventual shower fixed head.

Before finishing turn on the water supply to check for leaking from joints / connections.
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