
The installation and sealing guidelines valid in each respective country to be observed.

Mounting Instruction

70250LS Z/336 1225

30x30cm 60x30cm

Voltage: 220-240V AC / 50-60Hz
LED lighting: 2.5W(30x30cm), 4.5W(60x30cm)
Ambient temperature: 5-35°C
This product contains a light source of energy efficiency class E.

220-240V AC INPUT 12V DC OUT PUT

Technical data

Plug connection & disconnection

Safety & pre-installation instructions

This product complies with the essential requirements of the applicable EU and UK Directives/Regulations.
The Declarations of Conformity are available from the distributor on request.

Electrical installations may be assembled, modified and maintained only by an expert or by 
trained staff in accordance with electronics standards. Local safety measures must be observed.

1. Verify cable length: ensure the included 5m power cable is sufficient to reach your planned 
    power supply point.
2. Select Color: connect your chosen LED light (cold white or warm white) to the driver. 
3. Test: connect the driver to a live circuit for a functional test. 
    IMPORTANT: Turn the power OFF immediately after the test.
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To connect: 
1. Ensure both plugs face the same direction.
2. Press firmly together until secured/it clicks into place. 

To disconnect: 
1. Press the release tab.
2. Gently pull the plugs apart
    Do not pull on the cables!
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Sealing recommendation

optional
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Wait for 48h before use
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IMPORTANT: connect your chosen LED light 
(cold white or warm white)
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