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INSTALLATION OF THE TOILET 

1 2 3 4 5

6 7 8 9 10L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d

L1

L2+5mm

L2

45°
L1+5mm

d



Solution 825 Wall Hung Frame  
Installation Manual

www.mylifebathrooms.com

ADJUSTMENTS & MAINTENANCE

CARE INSTRUCTIONS

•	Do not put any caustic chemical substances (e.g. containing chlorine compounds or similar) into the 
cistern as they can damage the valve components and cause it to stop working / leaks.

•	Before starting to enclose the cistern and before 2nd fix commences, the system must firstly be 
tested for leaks Temporarily connect the btw pan in place and make connections. Turn the water 
supply on and flush the pan to check for leaks. This is vitally important prior to tiling in the case of 
fully tiled in installations.

Flush Volume, factory setting is 5.8 and 3.8l 

For Adjustments & Maintenance Instructions- Scan the QR Code or Visit our 
Website https://mylifebathrooms.com/how-to-videos/solution-wall-hung-

frames-cisterns/


