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Gosford Bath Shower Mixer & Kit
Code: MLTAGF5

Flow Rates (Litres per minute)

0.1 Bar 0.2 Bar 0.3 Bar 0.5 Bar 1.0 Bar 1.5 Bar 2.0 Bar 3.0 Bar 4.0 Bar 5.0 Bar

- 3.6 - 6.0 8.0 - 11.4 13.8 - -

TECHNICAL DATA SHEET
Gosford Bath Shower Mixer & Kit 

3/4" BSP

Zinc alloy Handle

Standards 

Product Code

Finishes

Construction Brass Body (CuZn40Pb18)

Fitting
Additional Information Supplied with brass handset & 1.5m stainless steel hose 

Cartridge Compression Cartridge
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MLTAGF5

Chrome plated to BS EN 248
Traditional
Min. 1.0 bar, Max. 6.0 bar
Suitable for all plumbing systems

System Pressure 

Product Type
Water Pressure
Plumbing Systems

Complies with BS5412, BS EN200

Aerator

Flow Rates (Litres per minute)

0.1 Bar 0.2 Bar 0.3 Bar 0.5 Bar 1.0 Bar 1.5 Bar 2.0 Bar 3.0 Bar 4.0 Bar 5.0 Bar

- 8.1 13.2 19.2 23.5 26.4 28.5 - -

TECHNICAL DATA SHEET
KL04 Bath Shower Mixer (Inc. Shower Kits)

Standards 

Product Code

Finishes

Construction

Fitting

Additional Information

Cartridge 
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System Pressure 

Product Type
Water Pressure
Plumbing Systems

Net Weight

Brass Body (CuZn40Pb18)
Zinc alloy Handle
Chrome plated to BS EN 248
Traditional
Min. 0.5 bar, Max. 6.0 bar
Suitable for all plumbing systems
Complies with BS5412, BS EN200

Compression Cartridge
2950g
Flow Straightener
3/4" BSP

Supplied with brass handset & 1.5m stainless steel hose 

Aerator

Flow Rates (Litres per minute)

0.1 Bar 0.2 Bar 0.3 Bar 0.5 Bar 1.0 Bar 1.5 Bar 2.0 Bar 3.0 Bar 4.0 Bar 5.0 Bar

- 8.1 13.2 19.2 23.5 26.4 28.5 - -

TECHNICAL DATA SHEET
KL04 Bath Shower Mixer (Inc. Shower Kits)

Standards 

Product Code

Finishes

Construction

Fitting

Additional Information

Cartridge 
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System Pressure 

Product Type
Water Pressure
Plumbing Systems

Net Weight

Brass Body (CuZn40Pb18)
Zinc alloy Handle
Chrome plated to BS EN 248
Traditional
Min. 0.5 bar, Max. 6.0 bar
Suitable for all plumbing systems
Complies with BS5412, BS EN200

Compression Cartridge
2950g
Flow Straightener
3/4" BSP

Supplied with brass handset & 1.5m stainless steel hose Brass Body (CuZn40Pb18) 
Zinc alloy Handle 
Chrome plated to BS EN 248 
Traditional 
Min. 0.5 bar, Max. 6.0 bar 
Suitable for all plumbing systems 
Complies with BS5412, BS EN200 
Compression Cartridge
2950g 
Flow Straightener 
3/4” BSP
10 years against manufacturing faults (3 Years on Serviceable 
Parts).

Supplied with brass handset & 1.5m stainless steel hose

Construction 

Finishes 
Product Type 
Water Pressure 
Plumbing Systems 
Standards 
Cartridge 
Net Weight 
Aerator 
Fitting
Guarantee

Additional Information


